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Drop shape evolution upon cooling

Self-shaping mechanism

Self-emulsification triggered by T changes

Rheology of dispersions with
non-spherical particles

Effect of oil volume fraction

Effect of the initial drop size

 Lipid droplets can spontaneously change their shape upon cooling, providing that: (1) the lipid can arrange in
intermediate phases (rotator/α-phase); (2) the surface adsorption layer freezes before the bulk nucleation begins.

 Self-shaping allows production of fluid, frozen and polymeric micrometer-sized particles with controlled shape.
 It also induces spontaneous drop size decrease upon cooling and heating via three distinct mechanisms. Drops

with sizes down to ca. 600 nm can be obtained starting from initial coarse emulsion.
 Dispersions with non-spherical frozen particles show much stronger viscoelasticity: gel-like samples form at ≈ 11

vol.% oil, compared to ≈ 70 vol.% when frozen particles remain spherical.
 These processes are applicable for variety of lipids, incl. alkanes, alkenes and triglycerides.

Summary

Applicable for:
Alkanes
Triglycerides
Alkenes
Alcohols
Mixtures…

M1: Thin liquid film breakage

M3: Crystal-melt dewetting

M2: Capillary instability of melting fibers
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by volume

C18EO20, dini ≈ 34 μm
cooling rate ≈ 0.2°C/min Smallest drop sizes

40 vol. % dispersions

Dispersions with non-spherical particles exhibit viscoelastic properties.

11 vol. % oil (≈ 8.7 wt. %) are sufficient for formation of gel-like sample.

The optimal initial drop size for maximum 
viscosity increase is ~ 4 - 13 μm.

Fibers obtained from smaller lack the necessary 
mechanical strength, while larger drops freeze 
at earlier stage of their evolution upon cooling.
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